
B

C

D

E

A MARMO

GRANITO

MARMO 
SINTETICO

PIETRA 
CHIARA

PIETRA 
SCURA

SUPERFICI 
TRATTABILI

Cera Siliconica

A

B

C

D

E

A

B

C

D

E

A

B

C

D

E

A

B

C

D

E

A

B

C

D

E

Lucidante Protettivo Impermeabilizzante Protettivo

A

B

C

D

E

A

B

C

D

E

Ravvivante per Pietra

BRILLANTEZZA

LUCIDITA’ 

ESALTAZIONE COLORE

EFFETTO BAGNATO

IDRO-REPELLENZA

OLIO-REPELLENZA

COLORABILITA’

RISULTATO FINALE

BRILLANTEZZA

LUCIDITA’ 

ESALTAZIONE COLORE

EFFETTO BAGNATO

IDRO-REPELLENZA

OLIO-REPELLENZA

COLORABILITA’

RISULTATO FINALE

BRILLANTEZZA

LUCIDITA’ 

ESALTAZIONE COLORE

EFFETTO BAGNATO

IDRO-REPELLENZA

OLIO-REPELLENZA

COLORABILITA’

RISULTATO FINALE

BRILLANTEZZA

LUCIDITA’ 

ESALTAZIONE COLORE

EFFETTO BAGNATO

IDRO-REPELLENZA

OLIO-REPELLENZA

COLORABILITA’

RISULTATO FINALE

BRILLANTEZZA

LUCIDITA’ 

ESALTAZIONE COLORE

EFFETTO BAGNATO

IDRO-REPELLENZA

OLIO-REPELLENZA

COLORABILITA’

RISULTATO FINALE

BRILLANTEZZA

LUCIDITA’ 

ESALTAZIONE COLORE

EFFETTO BAGNATO

IDRO-REPELLENZA

OLIO-REPELLENZA

COLORABILITA’

RISULTATO FINALE

BRILLANTEZZA

LUCIDITA’ 

ESALTAZIONE COLORE

EFFETTO BAGNATO

IDRO-REPELLENZA

OLIO-REPELLENZA

COLORABILITA’

RISULTATO FINALE

CALPESTABILITA’

USO INTERNO

USO ESTERNO

CALPESTABILITA’

USO INTERNO

USO ESTERNO

CALPESTABILITA’

USO INTERNO

USO ESTERNO

CALPESTABILITA’

USO INTERNO

USO ESTERNO

DURATA DI APPLICAZIONE
3-6 mesi

DURATA DI APPLICAZIONE
8-12 mesi

DURATA DI APPLICAZIONE
3-6 mesi

DURATA DI APPLICAZIONE
8-10 mesi

DURATA DI APPLICAZIONE
8-12 mesi

DURATA DI APPLICAZIONE
8-12 mesi

DURATA DI APPLICAZIONE
8-12 mesi

CONSIGLI CONSIGLI CONSIGLI CONSIGLI CONSIGLI CONSIGLI CONSIGLI

LEGENDA
TECNICA

COLORE

Nero

Neutro

APPLICAZIONE

Pennello

Tampone

LUCIDATURA

Meccanica

Manuale

Sconsigliata

CALPESTABILITA’

USO INTERNO

USO ESTERNO

CALPESTABILITA’

USO INTERNO

USO ESTERNO

CALPESTABILITA’

USO INTERNO

USO ESTERNO

SCALA VALORI:
DA:
A:

- ECCELLENTE
- NON ADATTO

www.ilpaadesivi.com/cere
PRODOTTO DA

ILPA ADESIVI s.r.l. - Via Gaetano Ferorelli, 4 - 70132 Bari Z.I. - ITALY
T. +390805383837 E. Italian Office: segreteria@ilpa.it/ Export Office: export@ilpa.it - W. www.ilpaadesivi.com

SCAN or CLICK SCAN or CLICK SCAN or CLICK SCAN or CLICK SCAN or CLICK SCAN or CLICK SCAN or CLICK

Solvente

Acqua

BASE 
PRODOTTO

APPROFONDIMENTO TECNICO DI CERE, VERNICI E PROTETTIVI PER LA CURA DELLA PIETRA

Vernice Autolucidante Cera Lucidante E�etto bagnato per pietra

* Ideale per:
superfici lucidate e rugose

* Ideale per:
superfici rugose

* Ideale per:
superfici lucidate

* Ideale per:
superfici lucidate e rugose

* Ideale per:
superfici lucidate e rugose

* Ideale per:
superfici rugose

* Ideale per:
superfici rugose

E E E



B

C

D

E

A MARBLE

GRANITE

SYNTHETIC
MARBLE

LIGHT COLOR
STONE

DARK COLOR
STONE

TREATABLE
SURFACES

Siliconic Wax

A

B

C

D

E

A

B

C

D

E

A

B

C

D

E

A

B

C

D

E

A

B

C

D

E

Polishing Protective Protecting Waterproof

A

B

C

D

E

A

B

C

D

E

Enhanching Color

BRILLIANCE

SHINE

COLOR ENHANCEMENT

WET-EFFECT

HYDRO-REPELLENCE

OIL-REPELLENCE

COLORABLE

FINAL RESULT

TRAMPLING RESISTANCE

INDOOR USE

OUTDOOR USE

DURATION OF APPLICATION

3-6 months 8-12 months
DURATION OF APPLICATION

3-6 months
DURATION OF APPLICATION

8-10 months 8-12 months 8-12 months 8-12 months

SUGGESTION

TECHNICAL 
LEGEND

COLOUR

Black

Neutral

APPLICATION

Brush

Pad

POLISHING

Mechanical

Manual

Not Adviced

VALUE SCALE:
FROM:

TO:
- EXCELLENT

- NOT SUITABLE
www.ilpaadesivi.com/cere

PRODUCED BY
ILPA ADESIVI s.r.l. - Via Gaetano Ferorelli, 4 - 70132 Bari Z.I. - ITALY

T. +390805383837 E. Italian Office: segreteria@ilpa.it/ Export Office: export@ilpa.it - W. www.ilpaadesivi.com

SCAN or CLICK SCAN or CLICK SCAN or CLICK SCAN or CLICK SCAN or CLICK SCAN or CLICK SCAN or CLICK

Solvent

Water

PRODUCT
BASED

TECHNICAL IN-DEPTH OF WAXES, VARNISHES AND PROTECTIVES FOR THE CARE OF STONE

Selfpolishing Varnish Polishing Wax Wet-E�ect Polishing 

* Ideal for:
polished and rough surfaces

* Ideal for:
polished surfaces

E E E

BRILLIANCE

SHINE

COLOR ENHANCEMENT

WET-EFFECT

HYDRO-REPELLENCE

OIL-REPELLENCE

COLORABLE

FINAL RESULT

BRILLIANCE

SHINE

COLOR ENHANCEMENT

WET-EFFECT

HYDRO-REPELLENCE

OIL-REPELLENCE

COLORABLE

FINAL RESULT

BRILLIANCE

SHINE

COLOR ENHANCEMENT

WET-EFFECT

HYDRO-REPELLENCE

OIL-REPELLENCE

COLORABLE

FINAL RESULT

BRILLIANCE

SHINE

COLOR ENHANCEMENT

WET-EFFECT

HYDRO-REPELLENCE

OIL-REPELLENCE

COLORABLE

FINAL RESULT

BRILLIANCE

SHINE

COLOR ENHANCEMENT

WET-EFFECT

HYDRO-REPELLENCE

OIL-REPELLENCE

COLORABLE

FINAL RESULT

BRILLIANCE

SHINE

COLOR ENHANCEMENT

WET-EFFECT

HYDRO-REPELLENCE

OIL-REPELLENCE

COLORABLE

FINAL RESULT

TRAMPLING RESISTANCE

INDOOR USE

OUTDOOR USE

SUGGESTION

* Ideal for:
rough surfaces

DURATION OF APPLICATION

TRAMPLING RESISTANCE

INDOOR USE

OUTDOOR USE

SUGGESTION

TRAMPLING RESISTANCE

INDOOR USE

OUTDOOR USE

SUGGESTION

* Ideal for:
polished and rough surfaces

TRAMPLING RESISTANCE

INDOOR USE

OUTDOOR USE

SUGGESTION

* Ideal for:
polished and rough surfaces

TRAMPLING RESISTANCE

INDOOR USE

OUTDOOR USE

SUGGESTION

* Ideal for:
polished and rough surfaces

DURATION OF APPLICATION DURATION OF APPLICATION DURATION OF APPLICATION

TRAMPLING RESISTANCE

INDOOR USE

OUTDOOR USE

SUGGESTION

* Ideal for:
rough surfaces


